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RoHS compliant REACH compliant

Brass / Unleaded, lead content less than 0.1 wt%
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Peeling force: 0,3 - 1,2 N

Drying agent/pcs
Reel

PE Bag

 Feeding direction

W A0 A1 A2 K0 P F E D0 P0 P2 T Tape Name VPE/packaging 
unit

Number of 
Reels Box quantity

tolerance ±0,30 ±0,15 ±0,15 ±0,15 ±0,30 ±0,20 ±0,50 ±0,20 ±0,10 ±0,20 ±0,15 ±0,05 pcs./reel reels pcs.

size 16,00 5,90 4,5 2,40 9,5 12,00 7,50 1,75 1,50 4,00 -- 0,40 Polysterene 700 16 11200
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CLASSIFICATION REFLOW PROFILE

TIME

TE
M
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RA
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RE

Classification Reflow Soldering Profile:

Package Classification Reflow Temperature (TC):

1) refer to IPC/JEDEC J-STD-020E

1) refer to IPC/JEDEC J-STD-020E

1)

1)

Profile Feature Value

Preheat Temperature Min (T smin) 150 °C

Preheat Temperature Max (T smax) 200 °C

Preheat Time (ts) from(T smin to T smax) 60 - 120 seconds

Ramp-up rate (TL to Tp) 3 °C/ second max.

Liquidous temperature (TL) 217 °C

Time (tL) maintained above TL 60 - 150 seconds

Peak package body temperature (Tp) Tp ≤ TC, see table below

Time (tp)* within 5 °C of actual peak temperature 20 - 30 seconds

Ramp-down rate (Tp to TL) 6 °C / second max.

Time 25 °C to peak temperature 8 minutes max.

Properties Volume mm³ < 350 Volume mm³ 350 - 2000 Volume mm³ >2000

PB-Free Assembly | Package 
Thickness < 1.6 mm 260 °C 260 °C 260 °C

PB-Free Assembly | Package 
Thickness 1.6 mm - 2.5 mm 260 °C 250 °C 245 °C

PB-Free Assembly | Package 
Thickness ≥ 2.5 mm 250 °C 245 °C 245 °C
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